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CRITICAL ITEM: Switch, 1P3T Page 33 of 68
Eind Number: SwW-1 ' Systam: I&CS
Lxiticality Categary: 1S SAA_No. :09FT06-009A
NASA Part No,: N/A PMN/Nama: H70-0832/14CS
Mfq/ELECTROSWITCH Drawing/8000020 |
Part No: 123301AA.3, SERIES 3SR Sheet No.: SH. 1, EO-2

function: Permits selection of AC power source for critical canister interibr sensors,

Power selaction inciudes Transporter Electrical Power Subsystem, Uninterruptible Power
System and transfer switch output.

Critica) Failure Mode: Fails opan (FMN 09FT06-009.001)
Caysa: Corrosion; manufacturing defect

Ejilu:lTiitasiz Loss of power to canistor smoke, fire and hypergol sensors and canister
hazard Togic power supply. Inability to datect hazardous conditions within the canistar,

Possible loss of 11fa or payload dua to hyparge) vapors or fire/explosion,

ACCEPTANCE RATIONALE:

o Switch 1s qualified under NIL-S-15291, par QPL-15291-16, dated 12 April 1985.

o Switch rated at 20,000 alectrical oparations.

o lInstalled May 1983 to eliminate the transfer switeh as a Critical Item per ESR
M00262/DRA AM-011701-1008, dated 1 Feb 88.

o File VI OMRS, implemented by OMI

E2017, requires an 6parut10na1 verification of SW-
1 prior to each payload operation o )

0. SW-1 recaives a visual inspection at receipt, with manufacturer’s certification of
being manufactured to MIL standards

0 Output of the hazard logic power supply is monitored by the PCM subsystem.
o AGC voltage to the sensors (fire datectors) can be verified by self-tast.

o New item, no MDAC PRACA history in the IiCS
H
o Nat applicable,
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